
Thustmaster Ferrari 458 Spider Racing Wheel
USB Cable Replacement
This guide will show how to replace the USB cable.
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INTRODUCTION

Use this guide will show how to replace the USB cable.

Please note that this guide requires soldering. For more information on how to solder and desolder
connections, please visit this guide.

TOOLS:
JIS #1 (1)
2.5 mm Hex Key (1)
iFixit Opening Tools (1)
Portable Soldering Iron (1)
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https://www.ifixit.com/Guide/How+To+Solder+and+Desolder+Connections/750
https://store.ifixit.fr/products/jis-driver-set
https://www.homedepot.com/p/Klein-Tools-2-5-mm-Journeyman-T-Handle-Hex-Key-6-in-JTH6M25/203195203
https://store.ifixit.fr/products/ifixit-opening-tool
https://www.amazon.com/s?k=portable+soldering+iron&ref=nb_sb_noss_1


Step 1 — Bottom Cover

Remove the black 10mm using a JIS
#1 screw driver.



There are 12 screws.

Two of the screws are deep inside
the device you might need to use a
slim screwdriver.



In the picture you see a plastic
opening tool instead of screw driver
because we did not have our screw
driver when we were taking the
picture.



Step 2

 

Remove the two 10mm black screws on the top of device using a Hex 2.5mm Key. Only the two
outside screws.



Gently pull apart both halves of device to access inside.

Thustmaster Ferrari 458 Spider Racing W… Draft: 2017-12-29Guide ID: 100675 -

This document was generated on 2020-11-16 11:55:00 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 3 of 5



Step 3 — USB Cable Replacement

 

Using a small plastic opening tool, gently pry up the white connector that connects the USB cable
to the board.



Step 4

 

Desolder the black cable that connects the USB port to the motherboard.

For more information on how to solder and desolder connections, please visit this guide.
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To reassemble your device, follow these instructions in reverse order.
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