
飞飞利浦利浦Hue灯泡更灯泡更换换
简单且廉价地更换破损或丢失的灯泡

撰写者: Vincent Monteil
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工具工具:
Groove Joint Pliers (1)
Cutting Plier (1)
Multipurpose Glue (1)

章章节节:
Ikea LED bulb (1)
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http://www.amazon.com/Stanley-84-024-10-Inch-Bi-Material-Groove/dp/B000NNFSKG
https://www.amazon.com/VISE-GRIP-Diagonal-Cutting-Pliers-2078308/dp/B000A0OW1S/ref=sr_1_2?ie=UTF8&qid=1490995350&sr=8-2&keywords=dykes
http://www.witrigs.com/b-7000-multipurpose-adhesive-glue
http://www.ikea.com/us/en/catalog/products/00334169/


步骤步骤 1 — 目的目的

  

飞利浦 Hue灯泡不便宜（30到70刀）灯泡的玻璃非常薄且易碎，导致发出烦人刺眼的灯光。

另一方面，宜家最近推出了廉价且耐用的灯泡（6.99刀两个）这个教程会指导你们如何廉价地将
Hue的破灯泡换成宜家的灯泡



步骤步骤 2 — 把金属螺口和把金属螺口和LED拧拧下来下来

  

首先先将飞利普灯泡的玻璃小心地清除掉，在这个示例中，玻璃已经事前就清除了。

使用沟槽钳来轻轻地旋转并破坏螺口

一旦取出螺口，就可以用手拉出LED控制器，可能需要再次使用沟槽钳。
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步骤步骤 3 — 灯泡除去灯泡除去

 

灯泡是由塑料和金属材质来密封的。

用剪钳剪出灯泡，你只需破坏塑料层来取出灯泡。

步骤步骤 4 — 安上新的灯泡安上新的灯泡

  

在宜家灯泡和飞利普灯泡上都涂上胶水。

涂上后等待几分钟再将两个压紧
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步骤步骤 5 — 令人称令人称赞赞的神奇操作的神奇操作

恭喜你，你只用了不到4刀修好了价
值60刀的灯泡。
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