
替替换换iPhone XR的的Taptic Engine
移除iPhone XR的Taptic Engine的前提条件指南。
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介介绍绍

移除iPhone XR的触觉反馈模块到替换iPhone XR电池的前提条件指南。

工具工具:
P2 Pentalobe Screwdriver iPhone (1)
iOpener (1)
iFixit Opening Picks (Set of 6) (1)
Suction Handle (1)
iSclack (1)
Tri-point Y000 Screwdriver (1)
Phillips PH000 Screwdriver (1)
Spudger (1)
Tweezers (1)
Standoff Screwdriver for iPhones (1)
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file:///Store/Tools/Tweezers/IF145-020
file:///Store/Tools/Standoff-Screwdriver-for-iPhones/IF145-388


步骤步骤 1 — Taptic Engine

取掉两颗固定触觉反馈模块的1.8毫
米的 十字螺丝。



步骤步骤 2

 

用黑色撬棒断开触觉反馈模块的柔性电缆，将电缆从插座中垂直向上撬起。
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要把设备安装起来的话，反向执行之前的步骤即可。

步骤步骤 3

拆除 Taptic Engine。

替换iPhone XR的Taptic Engine 草案： 2020-12-04指南 ID： 116552 -

æ ¤æ–‡æ¡£ç”Ÿæˆ äºŽ 2022-05-24 05:03:21 PM (MST)ã€‚

© iFixit — CC BY-NC-SA zh.iFixit.com 4 / 4 é¡µ


	替换iPhone XR的Taptic Engine
	撰写者: Adam O'Camb
	介绍

	工具:
	步骤 1 — Taptic Engine
	步骤 2
	步骤 3


