
Envizen V100M Battery Replacement
This guide will show how to replace the battery in a Envizen V100M.

Written By: nbach

Envizen V100M Battery Replacement Draft: 2019-01-06Guide ID: 40397 -

This document was generated on 2020-11-23 04:33:32 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 1 of 6



INTRODUCTION

Use the guide to help you replace the battery in your in a Envizen V100M.

TOOLS:
64 Bit Driver Kit (1)
iFixit Opening Tools (1)
Spudger (1)
Soldering Iron (1)
Phillips #00 Screwdriver (1)
Anti-Static Wrist Strap (1)
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https://store.ifixit.fr/products/mako-driver-kit-64-precision-bits
https://store.ifixit.fr/products/ifixit-opening-tool
https://store.ifixit.fr/products/spudger
file:///Item/Soldering_Iron
https://store.ifixit.fr/products/phillips-00-screwdriver
https://store.ifixit.fr/products/anti-static-wrist-strap


Step 1 — Back Cover

 

Remove the two screws on the side of the tablet that hold the back cover in place using the ifixit
PH00 screwdriver.



The two screws for the back cover are: 1.5mm diameter x 3.5mm long

Step 2

  

Pry along the edge of the device to separate the back cover from the device.

The speakers are attached to the back cover and motherboard assembly so remove carefully.
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Step 3 — Battery

  

Remove the non-conductive tape located on the battery and motherboard assembly.

Step 4

  

Slide the ifixit spudger under the battery, and work down the side of the battery, releasing it from
the adhesive holding it down.



Remove battery from the Envizen V100M.
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Step 5

Remove the solder from the red and
black wires from the battery
attached to the motherboard. Here
is a guide on how to solder.



Remove the red and black wire from
the motherboard using tweezers. If
tweezers are unable to remove the
wires, heat can be used to loosen
the solder allowing for the wires to
be removed.



Step 6

Remove the black and white wires
from the motherboard. These wires
power the LCD screen. Remove the
black and white wires by first trying
tweezers and if difficult use heat to
loosen the solder allowing for the
removal of the wires.



Note during final installation
remember to match the location of
the black and white wires to the
picture
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https://www.ifixit.com/Guide/How+To+Solder+and+Desolder+Connections/750


To reassemble your device, follow these instructions in reverse order.
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