
MacBook Pro 13“一体式一体式2010硬硬盘盘更更换换
更换或升级MacBook Pro 13“一体式2010上的硬盘。

撰写者: Walter Galan
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介介绍绍

升级您的硬盘以获得更多存储容量！

工具工具:
Phillips #00 Screwdriver (1)
Spudger (1)
T6 Torx Screwdriver (1)

章章节节:
MacBook and MacBook Pro (Non-Retina)

SSD Upgrade Bundle (1)
1 TB SSD Hybrid 2.5" Hard Drive  (1)

Upgrade Kit
This kit contains the drive and all tools
needed.

500 GB SSD Hybrid 2.5" Hard Drive  (1)
Upgrade Kit
This kit contains the part and all tools needed.

250 GB SSD (1)
500 GB SSD (1)
1 TB SSD (1)
1 TB 5400 RPM 2.5" Hard Drive  (1)
500 GB 5400 RPM 2.5" Hard Drive  (1)
320 GB 5400 RPM 2.5" Hard Drive  (1)
MacBook Pro 13" Unibody Hard Drive

Bracket (1)
Universal Drive Adapter (1)
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https://store.ifixit.fr/products/phillips-00-screwdriver
https://store.ifixit.fr/products/spudger
https://store.ifixit.fr/products/t6-torx-screwdriver
https://store.ifixit.fr/products/macbook-and-macbook-pro-non-retina-ssd-upgrade-bundle
file:///Item/1_TB_SSD_Hybrid_2.5%2522_Hard_Drive
file:///Item/500_GB_SSD_Hybrid_2.5%2522_Hard_Drive
file:///Item/240_GB_OCZ_TL100_SSD
file:///Item/480_GB_OCZ_TR150_SSD
file:///Item/960_GB_OCZ_SSD
file:///Item/1_TB_5400_RPM_2.5%2522_Hard_Drive
file:///Item/500_GB_5400_RPM_Western_Digital_SATA_Hard_Drive_%2528New%2529
https://www.amazon.com/s/ref=nb_sb_noss?url=search-alias%253Daps&field-keywords=320+GB+5400+RPM+2.5%2522+Hard+Drive
file:///Item/MacBook_Pro_13%2522_Unibody_Hard_Drive_Bracket
file:///Item/Universal_Drive_Adapter


步骤步骤 1 — 后后壳壳

移除下列将 MacBook Pro 13"
Unibody后壳固定的 10个 螺丝:



7个3 mm Phillips螺丝

3个13.5 mm Phillips 螺丝

步骤步骤 2

轻轻提起后壳然后推向电脑的后方来
松开卡舌。
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步骤步骤 3 — 电电池池

为了预防意外发生，我们建议您从逻
辑板上断开电池连接器，以避免任何
放电。



使用一个平端撬棒将电池连接器分离
逻辑板插座。



步骤步骤 4 — 硬硬盘盘

拆下将硬盘固定到支架上盖上的两个
十字螺丝。



这些螺丝固定在硬盘支架上。
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步骤步骤 5

将固定支架从上盖上提起。

步骤步骤 6

通过其拉片提起硬盘，并将其从外壳
中拉出，将电线连接到电脑上。
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步骤步骤 7

将硬盘的电线从硬盘上拔下即可。

步骤步骤 8 — 硬硬盘盘

 

从硬盘的每一侧（总共四个螺丝）拆下两个T6梅花螺丝。

如果您正在更换硬盘，则需要将这些螺丝装到新的硬盘上。

如果您正在安装新的硬盘，我们有一个OS X安装指南，让您开始运行。
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要重新组装您的设备，请按照该指南并按照相反的顺序重新组装。
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