
IBM ThinkPad R40 Hard Drive Replacement
Replace your current hard drive.
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INTRODUCTION

Replace the hard drive in an IBM Thinkpad R40

TOOLS:
Phillips #1 Screwdriver (1)

PARTS:
2.5" PATA Hard Drive (1)
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file:///Store/Tools/Phillips-1-Screwdriver/IF145-021
http://www.amazon.com/Western-Digital-Scorpio-5400rpm-Internal/dp/B00HJKP220/ref=sr_1_1?s=electronics&ie=UTF8&qid=1407014739&sr=1-1&keywords=hard+drive+internal+pata


Step 1 — Remove the battery

 

To remove the battery, slide the battery lock lever right, while pulling on the battery tab.

Step 2 — Remove the hard drive holder.

 

Remove the Phillips #1 screw from the bottom of the laptop.

Pull on the small rise in the plastic to remove the hard drive holder.

Don't be afraid to use some force, it requires quite a bit of pressure to remove.
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To reassemble your device, follow these instructions in reverse order.

Step 3 — Remove the hard drive holder.

  

Remove the hard drive holder completely from the computer.

Push on the plastic, and the hard drive will pop out.

Step 4 — Remove the hard drive.

Remove the four Phillips #1 screws.

IBM ThinkPad R40 Hard Drive Replacem… Draft: 2019-06-24Guide ID: 54583 -

This document was generated on 2021-08-04 12:52:02 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 4 of 4


	IBM ThinkPad R40 Hard Drive Replacement
	Written By: Alec M
	INTRODUCTION

	TOOLS:
	PARTS:
	Step 1 — Remove the battery
	Step 2 — Remove the hard drive holder.
	Step 3 — Remove the hard drive holder.
	Step 4 — Remove the hard drive.


