
更更换换微微软软Surface Pro 4的左的左侧扬侧扬声器声器
本指南描述了如何更换微软Surface Pro...

撰写者: Sam Omiotek
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介介绍绍

本指南描述了如何更换微软Surface Pro 4的左侧扬声器。电源及音量控制键与此扬声器是一体的，因
此在拆卸此扬声器时需要同时拆卸这几个按钮。

工具工具:

iFixit Opening Picks (Set of 6) (1)
Spudger (1)
Tesa 61395 Tape (1)
Heat Gun (1)
Isopropyl Alcohol (1)
iOpener (1)
iFixit Opening Tool (1)
Suction Handle (1)
T3 Torx Screwdriver (1)
T4 Torx Screwdriver (1)
T5 Torx Screwdriver (1)

章章节节:

Surface Pro 4 Left Speaker (1)
Surface Pro 4 Adhesive Strips (1)
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https://www.ifixit.com/products/ifixit-opening-picks-set-of-6
https://www.ifixit.com/products/spudger
https://www.ifixit.com/products/tesa-61395-tape
https://www.ifixit.com/products/heat-gun
https://smile.amazon.com/s?k=isopropyl+alcohol+99%2525
https://www.ifixit.com/products/iopener
https://www.ifixit.com/products/ifixit-opening-tool
https://www.ifixit.com/products/suction-handle
https://www.ifixit.com/products/t3-torx-screwdriver
https://www.ifixit.com/products/t4-torx-screwdriver
https://www.ifixit.com/products/t5-torx-screwdriver
https://www.ifixit.com/products/surface-pro-4-left-speaker
https://www.ifixit.com/products/surface-pro-4-adhesive-strips


步骤步骤 1 — 拆下拆下CPU护护罩罩

 

将一对尖头镊子的一个尖端插入覆盖散热器的 EMI 屏蔽角的间隙中。

使用镊子尽可能多地将 EMI 防护罩从主板上撬开，而不要弯曲它。暂时不要移除它。

在此防护罩上工作时，请注意不要用镊子刺破电池。

步骤步骤 2

  

在覆盖散热器的 EMI 屏蔽周边的各个位置重复最后一步。

拆下 CPU 护罩。
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步骤步骤 3 — 拧拧下散下散热热槽槽

使用 T3 Torx 螺丝刀从散热器上卸下
两颗螺丝：



沿着覆盖电池的矩形板顶部的一个
2.4 毫米螺丝



沿着覆盖电池的矩形板底部一颗 2.2
毫米螺丝



步骤步骤 4

散热器牢固地粘附在风扇上。

使用十字螺丝刀卸下固定风扇的三颗
2.4 毫米螺丝。



使用 T5 Torx 螺丝刀卸下固定在风扇
盖上的最后一个 4.4 毫米螺丝。
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步骤步骤 5

使用 T5 Torx 螺丝刀按以下方式卸下
CPU 周围的散热片螺钉，一次转动
一圈，直到它们松开。



螺丝 1

螺丝 2

螺丝 3

螺丝 4

在重新组装过程中，使用相同的方法
安装这些螺丝，一次拧紧一圈，直到
每个螺丝都紧贴。



步骤步骤 6 — 卸下散卸下散热热器器

 

使用撬棒的平端轻轻地将散热器从 CPU 上垂直向上撬起。

注意在拆卸过程中不要让散热器管产生凹痕或折痕。
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步骤步骤 7

  

将撬棒的尖端插入风扇罩上的螺丝孔，然后向上提起以将其与风扇分开。

风扇罩用轻质粘合剂固定到位。

注意在拆卸过程中不要让散热器管产生凹痕或折痕。

步骤步骤 8

小心地卸下散热器。

重新组装时，请务必正确清洁散热器
和CPU，并涂上新的导热膏。
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步骤步骤 9 — 左左侧扬侧扬声器声器

 

从主板上断开扬声器连接器。

步骤步骤 10

  

从扬声器上卸下以下两种螺丝：

2mm梅花(Torx) T5螺丝。

3mm梅花(Torx) T5螺丝。
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参考本步骤的相反顺序以重新安装你的设备。

步骤步骤 11

  

动动你的手指！将扬声器向外拿出。

步骤步骤 12

  

从Surface Pro 4上卸下扬声器，音量键及电源键。
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