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介介绍绍
[video: http://www.youtube.com/watch?v=j1f7wotR_CQ]

使用本指南来更换硬盘。

工具工具:
Phillips #00 Screwdriver (1)
Spudger (1)
T6 Torx Screwdriver (1)

章章节节:
MacBook and MacBook Pro (Non-Retina)

SSD Upgrade Bundle (1)
1 TB SSD Hybrid 2.5" Hard Drive  (1)

Upgrade Kit
This kit contains the drive and all tools
needed.

500 GB SSD Hybrid 2.5" Hard Drive  (1)
Upgrade Kit
This kit contains the part and all tools needed.

250 GB SSD (1)
500 GB SSD (1)
1 TB SSD (1)
MacBook Pro 13" Unibody Hard Drive

Bracket (1)
Universal Drive Adapter (1)
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file:///Store/Tools/Phillips-00-Screwdriver/IF145-006
file:///Store/Tools/Spudger/IF145-002
file:///Store/Tools/T6-Torx-Screwdriver/IF145-004
file:///Store/Mac/MacBook-and-MacBook-Pro-Non-Retina-SSD-Upgrade-Bundle/IF186-108
file:///Store/Mac/1-TB-SSD-Hybrid-2-5-Inch-Hard-Drive/IF107-122
file:///Store/Mac/500-GB-SSD-Hybrid-2-5-Inch-Hard-Drive/IF107-098
file:///Store/Mac/250-GB-SSD/IF107-143
file:///Store/Mac/500-GB-SSD/IF107-142
file:///Store/Mac/1-TB-SSD/IF107-132
file:///Store/Mac/MacBook-Pro-13-Inch-Unibody-Hard-Drive-Bracket/IF163-010
file:///Store/Mac/Universal-Drive-Adapter/IF107-108


步骤步骤 1 — 底盖底盖

卸下下列十个螺丝

3个 14.4 mm Phillips #00 螺丝

3个 3.5 mm Phillips #00 螺丝

4个 3.5 mm 肩部 Phillips #00 螺丝

装回小螺丝时，将其垂直于外壳的轻
微弯曲对齐（不是直着往下对齐
的）。



步骤步骤 2

 

使用手指从靠近MacBook 风扇处撬开背盖。

移走背盖、

2011年末期13寸 MacBook Pro 一体化机更… 草案： 2020-06-29指南 ID： 7656 -

æ ¤æ–‡æ¡£ç”Ÿæˆ äºŽ 2020-11-17 10:10:17 PM (MST)ã€‚

© iFixit — CC BY-NC-SA zh.iFixit.com 3 / 7 é¡µ



步骤步骤 3 — 电电池池连连接接

 

使用撬棒边缘处来将电池连接器从逻辑板插座上撬起。

使用撬棒撬起连接器的两个“短边”有助于断开连接。 小心对连接器进行操作，连接器很容易断开。

步骤步骤 4

稍微弯折连接器，使其远离逻辑板，
来确保您进行其他操作时不会意外的
重新连接。
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步骤步骤 5 — 硬硬盘盘

松动在硬盘支架与顶壳固定的2个
Phillips螺丝。



这两个螺丝将仍然在硬盘驱动器支架
上。



步骤步骤 6

移除硬盘支架。

硬盘支架可能与顶壳连接的很紧。
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步骤步骤 7

使用粘在硬盘上的拉手将硬盘拉出。

切勿完全将硬盘取出，它仍与硬盘驱
动电缆相连。



步骤步骤 8

 

将硬盘驱动电缆从硬盘上拉出。

移走硬盘。
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要重新组装您的设备，请按照本指南的相反顺序进行操作。

步骤步骤 9 — 硬硬盘盘

 

从硬盘侧面卸下四个r 6.0 mm T6 Torx硬盘固定住。

将固定住安装在新的硬盘上。

如有需要请将就硬盘上粘的拉手也贴到新的硬盘上。

如果您安装新的硬盘，请参阅我们的指南安装Mac OS X 10.5 Leopard 安装系统。

您可以参考一些并未随附安装 OS X Lion 或更高版本的电脑可以在应用固件更新后使用 OS X 互联
网恢复功能。 以及关于 macOS 恢复功能
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https://zh.ifixit.com/Guide/%25E5%25A6%2582%25E4%25BD%2595%25E5%25AE%2589%25E8%25A3%2585+macOS+10.13+High+Sierra%25E6%2593%258D%25E4%25BD%259C%25E7%25B3%25BB%25E7%25BB%259F/751
https://support.apple.com/zh-cn/HT202313
https://support.apple.com/zh-cn/HT201314
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