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介介绍绍

仅用于前提指南

工具工具:
SIM Card Eject Tool (1)
P2 Pentalobe Screwdriver iPhone (1)
iOpener (1)
Suction Handle (1)
Spudger (1)
iFixit Opening Picks (Set of 6) (1)
Tri-point Y000 Screwdriver (1)
Tweezers (1)
Phillips #000 Screwdriver (1)
Standoff Screwdriver for iPhones (1)
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file:///Store/Tools/SIM-Card-Eject-Tool/IF145-091
file:///Store/Tools/P2-Pentalobe-Screwdriver-iPhone/IF145-096
file:///Store/Tools/iOpener/IF145-198
file:///Store/Tools/Suction-Handle/IF145-361
file:///Store/Tools/Spudger/IF145-002
file:///Store/Tools/iFixit-Opening-Picks-Set-of-6/IF145-123
file:///Store/Tools/Tri-point-Y000-Screwdriver/IF145-447
file:///Store/Tools/Tweezers/IF145-020
file:///Store/Tools/Phillips-000-Screwdriver/IF145-030
file:///Store/Tools/Standoff-Screwdriver-for-iPhones/IF145-388


步骤步骤 1 — 主板主板连连接器接器

 

使用撬棒（Spudger）的平端断开后置摄像头的连接器。

步骤步骤 2

 

卸下以下两种固定后置摄像头支架到后盖的P000 十字螺丝：

一颗1.3mm螺丝

一颗2.5mm螺丝
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步骤步骤 3

卸下支架。

步骤步骤 4

 

使用撬棒的尖端撬起并断开后摄像头模块左侧的天线总线连接器。
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步骤步骤 5

卸下2颗固定上部线缆支架的 1.2mm
Y000 三点螺丝。



步骤步骤 6

 

卸下上部线缆支架。
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步骤步骤 7

 

使用撬棒的平端断开上部线缆的连接器。

步骤步骤 8

 

拧下用于固定Wi-Fi天线的四颗十字螺丝：

三颗1.2mm螺丝

一颗1.7mm螺丝
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步骤步骤 9

 

卸下顶部左侧的天线。

步骤步骤 10

卸下以下两种 P000 十字螺丝：

一颗1.3mm螺丝

一颗2.2mm螺丝
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步骤步骤 11

 

卸下支架。

步骤步骤 12

从接地支架上卸下2.2毫米的定位螺
丝。



最好使用固定螺丝刀或钻头卸下固定
螺丝。



如果情况紧急但没有趁手的工具，可
以使用小号平头螺丝刀来完成这项工
作，但要格外小心，以确保它不会滑
落并损坏周围的组件。
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https://zh.ifixit.com/Store/Tools/Standoff-Screwdriver-for-iPhones/IF145-388


参考下列步骤的相反顺序以重新组装你的设备。

步骤步骤 13

 

使用镊子轻轻地弯曲分离主板边缘支架。
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